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MONOLITHIC DOUBLE PARTITIONS WITH INTERNAL ROLLER SCREEN 

DOUBLE GLASS-SCREEN PARTITION TECHNICAL SHEET 

 

TESTED ISO789-2 

PATENTED TECHNOLOGY EP 18203112 

 

 

 
 

The double partitions with monolithic panel called DOUBLE GLASS-SCREEN PARTITION is a system to divide 

indoor spaces with a lower profile of 80 mm of width and 54 mm of height and an upper profile of 80 mm of 

width and 98 mm of height, realized in primary aluminium alloy, designed to house on the two faces lami-

nated glasses modules. 
 On request, the profiles, that standard are in silver oxidized aluminium finishing, can be lacquered in the 

range of RAL colours or suggested in other finishing as polished or brushed. 

 

The DOUBLE GLASS SCREEN PARTITION with monolithic panel can be mounted separately or together with 

other partition systems and to use the single and double sliding and hinged door system. 
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The glass can be supplied, as well as in standard types, with decorative adhesive films, to drawing and col-

oured, in order to satisfy all planning requirements. 
 

The joint between glass and glass is made with H profile in transparent polycarbonate to which is fixed on 

both sides a biadhesive tape to make the union between the glass solid, allowing you to obtain the most 

homogeneous surface possible. 
 

The easy glass mounting and adjustment system is independent for the two sides and is guaranteed by a 

screw system that keeps the glass panels aligned even if the floors and ceilings are not aligned, making the 

assembly quick and easy and reducing problems on site to a minimum. 
 

TECHNICAL FEATURES OF THE GLAZED MODULES 

The laminated glasses can be customized with the following finishes: 

- Transparent glass thick. mm. 5+5 (0,38)/6+6 (0,38) 

- Etched glass thick 5+5 (0,38)/6+6 (0,38) 

- Soundproof glass thick 5+5 (0,76)/6+6 (0,76) 

- Extralight glass on request 

- Customized glass to all types 

The features of the used single-glazed are described in the following table. Doubled glasses, with different 

combinations, can be guaranteed the 42 dB of abatement. 
 

Glass type PVB Soundproofing EN12758 - dB Weight (kg/mq) 

55.1 PVB 0,38 34 (-1;-3) 26 

55.2 PVB 0,76 35 (-1;-3) 26 

66.1 PVB 0,38 37 (-1;-3) 31 

66.2 PVB 0,76 39 (0;-2) 31 

 

In based on chosen combinations will be provided on request the  certifications of the laboratory 

demonstrating  the real soundproof abatement of the partition and of the door. 

 

 

THE LOWER AND UPPER PROFILE WITH BOX 

The lower profile is composed of three profiles, the main profile and two lateral covers; inside the lower 

profile are contained the micrometric regulators that allow to adjust individually each single glass to +/- 15 

mm, the glasses are locked from aluminium latches that provide a joint for the fixing of the lateral covers. 
The upper profile is composed of 4 profiles: the main with integrated glass profile, the carry glass profile 

and two cover carter profiles, one for the front to cover the screen and one for the back to cover the elec-

trical wiring. 

This combination, due also to the support of brackets, allows to facilitate and make the box assembly ex-

tremely fast, the installation of the screen and the laying of glasses. 

Inside of the profiles are planned of the longitudinal gaps in which is housed a gasket in co-extruded plastic 

material, of particular form (type bellows) that locks completely and in safe way the glass, compensating also 

the linear differences due to production tolerances, avoiding the contact between the profile and the glass 
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and  to eliminate any vibrations which could cause damage to the glass and improving importantly the sound-

proofing. 

To the sides of the wall, are predisposed in height where necessary, the aluminium compensation profiles to 

compensate any non-square walls. 

 

JOINING PROFILE 

There are different profiles that can be used between the modules, in transparent polycarbonate with biad-

hesive tape to fit between the glass panels, resistant to ultraviolet rays, and in aluminium to fit between the 

melamine-glass and melamine-melamine panels. 
 

GLASS AND FULL-PANELS HINGED DOORS WITH ALUMINIUM FRAME 

The framed door modules have the full-height casing in silver oxidized aluminium extruded, they are made in 

the same finishes of the profiles and as an option can have the glass fanlight; all the accessories are supplied 

in aluminum coloured. 

The leaf is composed of a perimeter profile in silver oxidized aluminum extruded dim. L. MM. 40/56, P. mm. 

80, inside can be inserted laminated glasses with the following specifications: 

 

• laminated glass mm. 3+3 (0,38), soundproof glass 3+3 (0,76) 

• laminated glass mm. 4+4 (0,38), soundproof glass 4+4 (0,76) 

• laminated glass mm. 5+5 (0,38), soundproof glass 5+5 (0,76) 

 

The hinges are a “concealed” type, with triple adjustment (height; depth and inclination) and in an 

appropriate number as a function of the height (from 3 to 4), or a pivot hinges type for doors with double 

adjustment (height and inclination) with capacity up to 120 kg. for each leaf (guaranteed over 200.000 tests). 

 

In the full-panel version the inner panel is in melamine with thick of mm. 18 and between the two panels can 

be inserted a mineral wool pad to augment the insulating sound power. 

 

In the lower profile of the leaf can be inserted an optional drop-down seal with certified features of acoustic 

abatement; to augment the insulating sound power; in the upper profile can be inserted an automatic return 

movement integrated of “slide system”, or external of the type a “arm system”, of the closing of the leaf. 
The supply complies with the safety regulations in force. 

 

FULL-PANELS DOORS 

The doors have a full-height casing in aluminium and the leaf in melamine with thick of 40 mm. and are 

provided standard with the frame full-height casing in silver oxidized aluminum extruded, can be made also 

in other finishes, as option can have the glass or full-panel fanlight, all the accessories are supplied in 

aluminum coloured. 

The supply complies with the safety regulations in force. 

 

 



 

AUTMIND 

BY AD SOLUTIONS s.r.l.    Via Leonardo Da Vinci, 4                     T +39 0421 303006               M info@ad-solutions.it 
                                              300020 Torre di Mosto (VE)                F +39 0421 30 63 99             W ad-solutions.it 

                                          

 

 
 

 

 

  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

AUTMIND 

BY AD SOLUTIONS s.r.l.    Via Leonardo Da Vinci, 4                     T +39 0421 303006               M info@ad-solutions.it 
                                              300020 Torre di Mosto (VE)                F +39 0421 30 63 99             W ad-solutions.it 

                                          

 

 
                                                DOUBLE GLASS SCREEN PARTITION SECTION 

 

  
 
 

                                            

 

 

 
 
 
 
 
 
 
 
 
 
 
 



 

AUTMIND 

BY AD SOLUTIONS s.r.l.    Via Leonardo Da Vinci, 4                     T +39 0421 303006               M info@ad-solutions.it 
                                              300020 Torre di Mosto (VE)                F +39 0421 30 63 99             W ad-solutions.it 

                                          

 

                                                 DOUBLE GLASS SCREEN PARTITION SECTION  (PHOTO) 

 

                                         
                            
 
   

                                                


